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APPROX. NORTH EAST EDGE

OAK CREEK 032017

N52°23'19"W(R&C)
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COMMON PROPOSED
UTILITY PATHWAY;
WATER & ELECTRICAL

FF: 3826.8

5 %

PATIO
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FENCED YARD (5'-0" H)

COVERED
GARDEN

AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.
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AREA SHAPED FOR NATURAL

IRRIGATION BY DEVELOPMENT
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FENCED YARD (5'-0" H)

6'-0"

16

TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE

FENCING TO MATCH
ALL OTHER FENCING
ON PROPERTY.

3830

3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION
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TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE

FENCING TO MATCH
ALL OTHER FENCING
ON PROPERTY.

3830

3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION

2022.01.17RAHarchitects  |  Westerner  |  Massing Studies

CONTEXT



3

'

HWHWHWHWHWHWHWHWHWHWHWHWHWHW

HWHWHWHWHWHWHWHWHWHWHWHWHWHWHWHW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

RAH

PROJECT TITLE:

PROJECT TYPE:

PROJECT ADDRESS:

RESIDENTIAL

305 CROSS CREEK RANCH
SEDONA, AZ 86336

SCALE:
AS INDICATED

DATE:
02/12/2021

CONTENT:

PROJECT #:
2020 - 011

ISSUE:
PRE CONSTRUCTION DOCS

DRAWN BY:

ARCHITECT: RYAN REPUCCI
SEAL #: 54828

SHEET:

02.12.2021

site plan
1:20

1

5 
%

5 
%

5 
%

5 
%

5 
%

3832

SLOPE

3832

3831

3831

3830

3829

3828

3827

3826

3825

3824

3823
38223821382038193819

3824

3823

3822

3821

3820

3819

3819

3827.00
3826.00

3825.00

3824.00

3823.00

3822.00

3821.00

3820.00

SL
OP

E
38

27
.0

0
38

28
.0

0

38
29

.00

SLOPE

 LOT 17
SF: 4,800 (COND.)

FFE: 3827.33
FPE:  3827.00

3830

3829

3828

3827

3826

3825

UTILITY
RISERS

FD.AL.CAP
L.S.27253

FD.AL.CAP
L.S.27253

FD.AL.CAP
L.S.27253

FD.AL.CAP
L.S.29263

APPROX. NORTH EAST EDGE

OAK CREEK 032017

N52°23'19"W(R&C)

92.27'(R&C)

N47°21'19"W(R&C)

99.54'(R&C)

TRAIL EASEMENT

N4
7°

21
'19

"W
(R

&C
)

99
.54

'(R
&C

)
40

9.3
7'(

R)
40

8.8
4'(

M
)

S58°21'07"E(R)

S58°20'20"E(M)269.21'(M)
269.15'(R)

N58°21'07"W(R)

N58°19'21"W(M)123.68'(M)
123.67'(R)

STRUCTURALLY SUITABLE
DRIVEWAY CULVERT TO
DIRECT WATER TO NATURAL
IRRIGATION.

MANUAL
IRRIGATION
BOX

SEWER
CONNECTION

PROPOSED
DRIVEWAY

50' FRONT BUILDING

ENVELOPE SETBACK

40
' S

ID
E B

UI
LD

IN
G

EN
VE

LO
PE

 S
ET

BA
CK

40
' S

ID
E B

UI
LD

IN
G

EN
VE

LO
PE

 S
ET

BA
CK

COMMON PROPOSED
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WATER & ELECTRICAL

FF: 3826.8

5 %

PATIO

PATIO

STAIR

B
ENTRY

COURTYARD ENTRY
COURTYARD

FFE: 3827.33
FPE:  3827.00

PROPOSED
PARKING

GARAGE
FFE: 3827.33
FPE:  3827.00

FENCED YARD (5'-0" H)

COVERED
GARDEN

AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.
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TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE

FENCING TO MATCH
ALL OTHER FENCING
ON PROPERTY.

3830

3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION

2022.01.17RAHarchitects  |  Westerner  |  Massing Studies

SECRETARY OF THE INTERIOR STANDARDS

The new work shall be differentiated from the old and shall be compatible with the massing, size, scale,
and architectural features to protect the historic integrity of the property and its environment.”

To preserve a property’s historic character, a new addition must be visually distinguishable from the 
historic building. This does not mean that the addition and the historic building should be glaringly 
different in terms of design, materials and other visual qualities. Instead, the new addition should take 
its design cues from, but not copy, the historic building.

Use building materials in the same color range or value as those of the historic building. The materials 
need not be the same as those on the historic building, but they should be harmonious; they should not 
be so different that they stand out or distract from the historic building. (Even clear glass can be
as prominent as a less transparent material. Generally, glass may be most appropriate for small-scale 
additions, such as an entrance on a secondary elevation or a connector between an
addition and the historic building.) Base the size, rhythm and alignment of the new addition’s window 
and door openings on those of the historic building.

A rooftop addition is generaly not appropriate for a one, two, or three-story building - and often is not 
appropriate for taller buildings. 

A rooftop addition should be minimally visible. 

Generally a rooftop addition must be set back at least one full bay from the primary elevation of the 
building, as well as from other elevations if the building is freestanding or highly visible. 

Generally, a rooftop addition should not be more than one story in height. 

A rooftop addition in a densely-built urban area is more likely to be compatible on a building that is 
adjacent to similarly-sized or taller buildings.

GENERAL PRINCIPLES ROOFTOP ADDITIONS
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AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION
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PROPOSED SF:

FLOOR 5 PROPOSED TOTAL SF:
4888 SF

297 SF GYM
(5X) 649 SF LOFT UNIT +175 SF PATIO
(1X) 639 SF LOFT UNIT +175 SF PATIO
(1X) 269 SF UNIT

FLOOR 6 PROPOSED TOTAL SF:
2060 SF

SEE FLOOR 5 LOFT UNIT SIZE
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 LOT 17
SF: 4,800 (COND.)

FFE: 3827.33
FPE:  3827.00
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3829

3828

3827

3826

3825

UTILITY
RISERS

FD.AL.CAP
L.S.27253

FD.AL.CAP
L.S.27253

FD.AL.CAP
L.S.27253

FD.AL.CAP
L.S.29263

APPROX. NORTH EAST EDGE

OAK CREEK 032017

N52°23'19"W(R&C)

92.27'(R&C)

N47°21'19"W(R&C)

99.54'(R&C)
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GARDEN

AREA "GIVEN BACK" TO NATURAL AND
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PROTECT TREE
IN PLACE.
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TREE TO BE REMOVED
AND REPLACED.

7

5

8

FENCED YARD (5'-0" H)

6'-0"

16

TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE

FENCING TO MATCH
ALL OTHER FENCING
ON PROPERTY.

3830

3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION

2022.01.17RAHarchitects  |  Westerner  |  Perspective Mapping
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CHANGE
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ALL OTHER FENCING
ON PROPERTY.

3830
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3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION

2022.01.17RAHarchitects  |  Westerner  |  Perspective Mapping
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GARDEN

AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.
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TREE TO BE REMOVED
AND REPLACED.
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FENCED YARD (5'-0" H)

6'-0"

16

TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE

FENCING TO MATCH
ALL OTHER FENCING
ON PROPERTY.

3830

3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION
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OAK CREEK 032017

N52°23'19"W(R&C)
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FFE: 3827.33
FPE:  3827.00

FENCED YARD (5'-0" H)

COVERED
GARDEN

AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.

5 %

AREA SHAPED FOR NATURAL

IRRIGATION BY DEVELOPMENT
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TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE
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ALL OTHER FENCING
ON PROPERTY.

3830

3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION
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COURTYARD
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PROPOSED
PARKING

GARAGE
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FENCED YARD (5'-0" H)

COVERED
GARDEN

AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.
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AREA SHAPED FOR NATURAL

IRRIGATION BY DEVELOPMENT
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FENCED YARD (5'-0" H)

6'-0"
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TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE

FENCING TO MATCH
ALL OTHER FENCING
ON PROPERTY.

3830

3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION
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UTILITY PATHWAY;
WATER & ELECTRICAL
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FPE:  3827.00

FENCED YARD (5'-0" H)

COVERED
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AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.

5 %

AREA SHAPED FOR NATURAL

IRRIGATION BY DEVELOPMENT
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TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE
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ALL OTHER FENCING
ON PROPERTY.
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3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION
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FENCED YARD (5'-0" H)

COVERED
GARDEN

AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.

5 %

AREA SHAPED FOR NATURAL

IRRIGATION BY DEVELOPMENT
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FENCED YARD (5'-0" H)

6'-0"
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TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE

FENCING TO MATCH
ALL OTHER FENCING
ON PROPERTY.

3830

3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION

2022.01.17RAHarchitects  |  Westerner  |  Perspective Mapping
'

HWHWHWHWHWHWHWHWHWHWHWHWHWHW

HWHWHWHWHWHWHWHWHWHWHWHWHWHWHWHW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

HW

RAH

PROJECT TITLE:

PROJECT TYPE:

PROJECT ADDRESS:

RESIDENTIAL

305 CROSS CREEK RANCH
SEDONA, AZ 86336

SCALE:
AS INDICATED

DATE:
02/12/2021

CONTENT:

PROJECT #:
2020 - 011

ISSUE:
PRE CONSTRUCTION DOCS

DRAWN BY:

ARCHITECT: RYAN REPUCCI
SEAL #: 54828

SHEET:

02.12.2021

site plan
1:20

1

5 
%

5 
%

5 
%

5 
%

5 
%

3832

SLOPE

3832

3831

3831

3830

3829

3828

3827

3826

3825

3824

3823
38223821382038193819

3824

3823

3822

3821

3820

3819

3819

3827.00
3826.00

3825.00

3824.00

3823.00

3822.00

3821.00

3820.00

SL
OP

E
38

27
.0

0
38

28
.0

0

38
29

.00

SLOPE

 LOT 17
SF: 4,800 (COND.)

FFE: 3827.33
FPE:  3827.00

3830

3829

3828

3827

3826

3825

UTILITY
RISERS

FD.AL.CAP
L.S.27253

FD.AL.CAP
L.S.27253

FD.AL.CAP
L.S.27253

FD.AL.CAP
L.S.29263

APPROX. NORTH EAST EDGE

OAK CREEK 032017

N52°23'19"W(R&C)

92.27'(R&C)

N47°21'19"W(R&C)

99.54'(R&C)

TRAIL EASEMENT

N4
7°

21
'19

"W
(R

&C
)

99
.54

'(R
&C

)
40

9.3
7'(

R)
40

8.8
4'(

M
)

S58°21'07"E(R)

S58°20'20"E(M)269.21'(M)
269.15'(R)

N58°21'07"W(R)

N58°19'21"W(M)123.68'(M)
123.67'(R)

STRUCTURALLY SUITABLE
DRIVEWAY CULVERT TO
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AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.

5 %
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IRRIGATION BY DEVELOPMENT
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ELEV. 3824.41
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CHANGE
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ALL OTHER FENCING
ON PROPERTY.
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3828
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3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION
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UTILITY PATHWAY;
WATER & ELECTRICAL
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5 %
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FFE: 3827.33
FPE:  3827.00

PROPOSED
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GARAGE
FFE: 3827.33
FPE:  3827.00

FENCED YARD (5'-0" H)

COVERED
GARDEN

AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.

5 %

AREA SHAPED FOR NATURAL

IRRIGATION BY DEVELOPMENT
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AND REPLACED.
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FENCED YARD (5'-0" H)

6'-0"
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TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE

FENCING TO MATCH
ALL OTHER FENCING
ON PROPERTY.

3830

3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD

17

18

AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION
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DRIVEWAY CULVERT TO
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IRRIGATION.

MANUAL
IRRIGATION
BOX

SEWER
CONNECTION

PROPOSED
DRIVEWAY

50' FRONT BUILDING

ENVELOPE SETBACK

40
' S

ID
E B

UI
LD

IN
G

EN
VE

LO
PE

 S
ET

BA
CK

40
' S

ID
E B

UI
LD

IN
G

EN
VE

LO
PE

 S
ET

BA
CK

COMMON PROPOSED
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FENCED YARD (5'-0" H)
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AREA "GIVEN BACK" TO NATURAL AND
UNDISTURBED AREA OF SITE DUE TO
THE OVERLAP OF PROPOSED DRIVEWAY.
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TERRACED RETAINING WALL
ELEV. 3824.41

3.5' ELEV.
CHANGE

FENCING TO MATCH
ALL OTHER FENCING
ON PROPERTY.
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3829

3828

3827

3827

AREA OUTSIDE THE BUILDING
ENVELOPE - 37 SF. NOTE:

GIVEN BACK IN "GIVE BACK"

GENERAL NOTES:

1.  CONTRACTOR SHALL VERIFY EXACT LOCATION OF ALL
UTILITY STUBS PRIOR TO CONSTRUCTION TO ASSURE
AVAILABILITY OF UTILITY SERVICES.  CALL BLUESTAKE
CENTER PRIOR TO EXCAVATION.

2.  EXCESS SOIL GENERATED FROM THE EARTHWORK
OPERATIONS SHALL BE REMOVED FROM THE SITE OR
INCLUDED TO BECOME AN INTEGRAL PART OF THE SITE
DEVELOPMENT.

3.  MAJOR VEGETATION SHALL BE PROTECTED FROM
DAMAGE DURING CONSTRUCTION OR SHALL BE MOVED
TO ANOTHER LOCATION ON SITE.

4.  BUILDING LOCATION DIMENSIONS SHOWN TO EDGE OF
FOUNDATION, TYP.

5. PROVIDE A MINIMUM OF 5% POSITIVE SLOPE FOR A
DISTANCE OF 10' AWAY FROM THE BUILDINGS
FOUNDATION, PER IRC R401.3. WHERE BARRIERS
PROHIBIT POSITIVE DRAINAGE LISTED ABOVE, PROVIDE
DRAINS OR SWALES TO ENSURE POSITIVE DRAINAGE
AWAY FROM THE STRUCTURE.

6. THE BASIS OF ELEVATION FOR THIS  PROJECT SHALL BE
ESTABLISHED BY THE CONTRACTOR AT THE TIME OF
CONSTRUCTION. FINISHED FLOOR ELEVATION SHALL BE
A MIN. 6" ABOVE FINISHED GRADE.

9. RIP RAP BELOW SCUPPER/DOWNSPOUT OPENING A
MINIMUM OF 24" FROM FACE OF HOME AND MIN 12"
FROM CENTER OF SCUPPER.

1. NOT USED.
2. PROPOSED WATER LINE
3. PROPOSED ELECTRICAL LINE (BURIED)
4. EXISTING ON-SITE TRANSFORMER
5. PROPOSED 3" SEWER (HCS) LINE WITH GCO. MIN 1%

SLOPE DUE TO NUMBER OF FIXTURES AND SIZE OF PIP
PER THE IRC. VERIFY LOCATION AND ROUTE AT
NORTHERN PROPERTY LINE.

6. SITE WALL 72" AFG. CMU CONSTRUCTION WITH 1
KOTE STUCCO FINISH.

7. DRIVEWAY, BELGARD CAMBRIDGE COBBLE TOSCANA
BLEND WITH 6"X9" BORDER OVER 1" BEDDING LAYER
CONFORMING TO ASTM C33 WITH 1% PASSING
.088MM OVER COMPACTED MINIMUM 4" AGGREGATE
BASE. OPTIONAL CONCRETE WITH BROOM FINISH.

8. VEHICULAR RATED CULVERT UNDER DRIVEWAY TO
PROVIDE ACCESS FOR NATURE IRRIGATION. PROVIDE
STONE HEADER AT EITHER SIDE OF CULVERT. +18"
SITE WALL OF SAME MATERIAL EACH SIDE.

9. PATIO SURFACE
10. COLORED CONCRETE, EXPOSED AGGREGATE

WALKWAYS.
11. LOCATION FOR EXTERIOR HVAC COMPRESSORS.
12. SITE STAIRS
13. LOCATION FOR SERVICES ENTRANCES.
14. LOCATION FOR TRASH ENCLOSURE. ENCLOSURE TO

MATCH ADOBE AND WOOD FINISH ON HOME.
15. WROUGHT IRON FENCING, BLACK ANODIZED FINISH. 3"

POSTS WITH HORIZONTAL 1" MEMBERS - 4" SPACING.
16. PROVIDE SOLID SCREEN AT MECHANICAL YARD.
17. GRINDER PUMP, BURIED, INSTALLED PRIOR TO SEWER

LINE CONNECTION TO MAIN. PROVIDE ELECTRICAL
FEED FROM HOME.

18. PROVIDE FENCE ALONG FACE OF HVAC PADS. MATCH
FENCE TO PROPERTY FENCING. HORIZONTAL SPACING
2" INSTEAD OF 4" TO OBSCURE EQUIPMENT.

SITE NOTES:

KEYNOTES:

ADDRESS: 305 CROSS CREEK CIR (LOT #17)
PARCEL ID: 408-19-055
SECTION TOWNSHIP RANGE: S33-T17N-R05E
FIRE DISTRICT: SEDONA FR

EXISTING ZONING
YACAPAI COUNTY ZONING  RCU-2A

CURRENT USE / PROPOSED USE BLANK LOT FOR FUTURE
SINGLE FAMILY RES

LOT AREA 95,832 SF          2.2 ACRES
BUILDING ENVELOPE 24,483 SF

LOT COVERAGE PROPOSED  PROPOSED 12,389 SF
BLDG: 6,079 SF

HARDSCAPE: 2,260 SF
DRIVEWAY: 4,050 SF

12,389 / 95,832 = 13%

MAX. BUILDING HEIGHT 25’  ABOVE AVERAGE FINISHED GRADE

PROPOSED +/- 21’-0” 
 
PROPOSED WALL HEIGHTS PER SETBACK CHART BELOW

SETBACKS

NORTH REQUIRED (ROADWAY) 50'-0"
NORTH PROVIDED 55'-3"

WEST REQUIRED RES TO RES 40'-0"
WEST PROVIDED 49'-4"

SOUTH REQUIRED (OPEN) 190’-0"
SOUTH PROVIDED 205'-8"

EAST REQUIRED RES TO RES 40'-0"
EAST PROVIDED 53'-6"

GENERAL NOTE: NO IMPROVEMENTS SHALL BE CONSTRUCTION
OR INSTALLED AND NO DISTURBANCE TO THE NATURAL
AREA OUTSIDE OF THE BUILDING ENVELOPE SHALL OCCUR
ON A LOT, EXPECT THOSE AS DESCRIBED IN SECTION 3.6 OF
THE DECLARATION.

AN AREA AS DESCRIBED AS " " ENCROACHES
OUTSIDE THE ALLOWED BUILDING ENVELOPE AS
DESCRIBED IN THIS EXHIBIT. PER THE CCR DESIGN
GUIDELINES, AN AREA IN EQUAL OR GREATER VALUE
DESCRIBED AS " " HAS BEEN DEDICATED BACK TO
THE NATURAL AREA AND WILL NOT BE DISTURBED.

1. UNIMPROVED DISTURBED AREAS RESULTING FROM
OPERATION ON THIS LOT SHALL BE RESTORED TO THEIR
NATURAL STATE BY UTILIZING NATURAL. ALL UTILITY
TRENCHES ARE TO BE RESTORED TO THEIR ORIGINAL
NATURAL CONDITIONS.

2. EXCESS SOIL GENERATED FROM EARTHWORK OPERATIONS
SHALL BE REMOVED FROM THE SITE AND LAWFULLY
DISPOSED OF, OR, IF ALLOWED AND APPROVED BY THE
TOWN ENGINEER, SITE MATERIAL MAY BE PLACED SO AS TO
BECOME AN INTEGRAL PART OF THE SITE DEVELOPMENT,
ALL IN ACCORDANCE WITH THE GOVERNING JURSIDICTION.

3. CUT AND FILL SLOPES AND SLOPE TREATMENT TO BE IN
COMPLIANCE WITH THE REQUIREMENTS OF THE ACCEPTED
GEOTECHNICAL  ENGINEERING INVESTIGATION OR THE CITY
OF SEDONA REVEGETATION REQUIREMENTS.

4.   EXCESS SOIL MATERIAL GENERATED FROM THE
EARTHWORK OPERATIONS SHALL NOT BE DISPOSED OF BY
PUSHING OR PLACING SAID MATERIAL OUTSIDE OF THE
ALLOWABLE BUIDLING ENVELOPE.

5. THE CONTRACTOR IS RESPONSIBLE FOR ASSURING PROPER
AND ADEQUATE DRAINAGE.

6. ELEVATION OF FINISH PAD SHALL BE CERTIFIED BY A
REGISTERED LAND SURVEYOR PRIOR TO POURING
FOUNDATIONS. A COPY OF CERTIFICATION MUST BE
APPROVED BY CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION PRIOR TO CALLING FOR BUILDING
INSPECTIONS.

7. PRIOR TO ANY BUILDING FINALS, A FINAL GRADING
INSPECTION MUST BE OBTAINED FROM THE CITY OF
SEDONA. CALL THE CITY OF SEDONA INSPECTION AND
COMPLIANCE DIVISION AT 928-282-1154 FOR FINAL
GRADING INSPECTION AT LEAST 24 HOURS IN ADVANCE.

8.   ALL SITE WORK AND RELATED BUILDING SHALL BE
REVIEWED BY THE CROSS CREEK RANCH ARC REVIEW
COMMITTEE OR IDENTIFIED REPRESENTATIVE.

9. CROSS CREEK RANCH CONSTRUCTION REGULATIONS MUST
BE PLACED/POSTED ON SITE.

TYPE GRADING NOTES:

LANDSCAPE LEGEND:

DASYLIRION WHEELERI
DESERT SPOON

BEAR GRASS
NOLINA MICROCARPA

TBD

TBD TBD

TBD

SYMBOL COMMON NAME
BOTANICAL NAME

SIZE QUANTITY

BLUE GAMMA GRASS
BOUTELOUA GRACILIS

TBD TBD

DEERBRUSH
CEANOTHUS INTERRIMUS

TBD TBD

JUNIPERUS MONOSPERMA
ONE SEED JUNIPER

TBD TBD
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AT EITHER FACE OF DRIVEWAY CULVER, PROVIDE BUILT UP WALL CAPS TO FINISH CULVERT
OPENINGS. WALL TO BE MIN. 18" THICK AND EXTEND ABOVE DRIVEWAY SURFACE 18"
CONTINUOUS DOWN TO ADJACENT GRADE. CONSTRUCT FROM CMU AND FACE/GROUT WITH
STONE FROM THE SITE. FINISH STONE SO THE FACES ARE FLUSH.

INCLUDE VEGETATION
IN TERRACED SECTION

A5

 A5




